FireWall

1. 2 layers 15mm Glasroc F FIRECASE fixed with 25mm & 41mm British Gypsum Jack-Point Screws at 300mm centres (200mm centres at external angles)

2. Outer layer 6mm Glasroc F MULTIBOARD fixed to inner layers of board with 40mm Glasroc F FIRECASE Screws at 300mm centres (200mm centres at external angles)

3. Gypframe 92 I 90 'I'studs at 600mm centres

4. 90mm stone mineral wool 100 Kg/m³ (40mm & 50mm batts) by others

5. Gypframe 94 EDC 70 Extra Deep Channel suitably fixed to floor/soffit at 600mm centres in 2 lines staggered by 300mm

6. Gyproc Sealant for optimum sound insulation

7. Gyproc jointing material bulk fill where gap exceeds 5mm

8. Indicative skirting

9. Gypframe GFS1 Fixing Strap to support outer layer horizontal board joints

10. Gypframe 92 S 10 'C' stud suitably fixed to wall at 600mm centres in 2 lines staggered by 300mm

---

**Base, Head & Horizontal Board Joint**

**Wall Abutment**

---

**Title:** FireWall

**Typical Details Read with Project Specification**

---

**Technical Advice Centre**
**British Gypsum, Saint-Gobain**
**Tel: 0115 945 6123**
**british-gypsum.com**

**Scale at A4:** 1:5

**Date:** Jan 13

**Drawn:** MRC

**Approved:** DRM

**Dwg No.:** TY-115-4236-21

**Rev.:** A